Ace 1200 campervan technical data

Model

Engine / Chassis

ACE 1200 RL

140 MJT (2.2L) / LWB

ACE 1200 GL

140 MJT (2.2L) / LWB

ACE 1200 SL

140 MJT (2.2L) / LWB

ACE 1200 RLT

140 MJT (2.2L) / LWB

ACE 1200 GLT

140 MJT (2.21) / LWB

Data correct as of 10/02/2026

ACE 1200 SLT

140 MJT (2.2L) / LWB

Roof Profile Panel Van Panel Van Panel Van Pop top panel van Pop top panel van Pop top panel van
Wheel Base 4.04m [13'3" 4.04m [13' 3" 4.04m [13' 3" 4.04m [13'3" 4.04m [13' 3" 4.04m [13' 3"
Designated Passenger Seats 3 3 3 3 3 3
Berths (Sleeping Position) 2 2 2 4 4 4
Overall Length (No Ladder) 6.00m /19" 8" 6.36m [ 20" 11" 6.36m /20" 11" 6.00m /19" 8" 6.36m [ 20" 11" 6.36m /20" 11"
Overall Body Width 2.05m /69" 2.05m /69" 2.05m /69" 2.05m /6 9" 2.05m /69" 2.05m /69"
Overall Width e - - e - .
(Mirrors Folded) 226m /75 226m/7'5 226m/[7'5 226m /75 226m/7'5 226m/[7'5
Overall Width s an s an s an s an s an s an
(Mirrors Extended) 251m /83 25Im /83 25Im/8'3 251m /83 25Im /83 25Im /83
Overall Height 272m [ 811" 272m /81" 272m /81" 272m [ 811" 272m /81" 272m /81"
Maximum Technical

Permissible Laden Mass (A) 3500kg 3500kg 3500kg 3500kg 3500kg 3500kg
Mass in Running Order (B) 2866kg est 2971kg est 2991kg est 2996kg est 3101kg est 3121kg est
Maximum User Payload 634k 2

(A-B) 4kg est 529kg est 509kg est 504kg est 399kg est 379kg est
Unladen Weight 2733kg est 2838kg est 2858kg est 2863kg est 2968kg est 2988kg est
Essential Habitation

Equipment Okg Okg Okg Okg Okg Okg
Personal Effects Payload 100kg 104kg 104kg 100kg 104kg 104kg
Thermal Insulation Grade THREE THREE THREE THREE THREE THREE

Bed sizes

Rear double 61" x 47" 62" x 4'9" 60" x 37" 61" x 47" 62" x 4'9" 60" x 37"
Rear nearside single 61" x 2'3" 61" x 2'3"
Rear offside single 511" x 2'3” 51" x 2'3"
Pop-top 6’8" x 4'3" 6’8" x 4'3" 6'8" x 4'3"

The 1200 campervan automatic option increases the MRO by 20kg and decreases the Max Payload by 20kg.

The 1200 Driver's Pack option increases the MRO by 16kg and decreases the Max Payload by 16kg. See website for more details.

The pop-top bed option increases the berths by 2. Pop top models increase the MRO by 130kg and decreases the Max Payload by 130kg. Pop top models have a height of 2.79m [ 92" (pop top roof down).



Ace 1200 campervan technical data

Data correct as of 10/02/2026

ACE 1500 ET ACE 1500 GL ACE 1500 SL ACE 1500 DB ACE 1500 SL 4 Berth ACE 1500 DB 4 Berth
Engine [ Chassis 130PS Light duty 130PS Light duty 130PS Light duty 130PS Light duty 130PS Light duty 130PS Light duty
Roof Profile Low Line Pod Low Line Pod Low Line Pod Low Line Pod Low Line Pod Low Line Pod
Wheel Base 3.95m [ 130" 3.95m /13 0" 452m [14'10" 452m [14'10” 452m [14'10" 452m [14'10”
Designated Passenger Seats 1 1 1 1 3 3
Berths (Sleeping Position) 2 2 2 2 4 4
Overall Length (No Ladder) 6.97m [ 22'10” 6.97m [ 22'10” 7.8Im [ 25' 7" 7.8Im [ 25" 7" 7.8Im [ 257" 7.81m [ 25' 7"
Overall Width g g g g g g
(Mirrors Folded) 237m /79 237m [ 79 237m/[7'9 237m /79 237m [ 79 237m /79
Overall Height 2.86m /95" 2.86m /9 5" 2.88m /[ 9 5" 2.88m /95" 2.88m /95" 2.88m /[ 9 5"
Maximum Technical
Permissible Laden Mass (A) 3500kg 3500kg 3500kg 3500kg 3500kg 3500kg
Mass in Running Order (B) 2907kg est 2907kg est 3005kg est 3016kg est 3075kg est 3086kg est
Maximum User Payload 593k 2
(A-B) g est 593kg est 495kg est 484kg est 425kg est 414kg est
Unladen Weight 2761kg est 2761kg est 2859kg est 2870kg est 2929kg est 2940kg est
Essential Habitation
Equipment 9lkg 9lkg 99kg 99kg Okg Okg
Personal Effects Payload Okg Okg Okg Okg 104kg 104kg
Thermal Insulation Grade THREE THREE THREE THREE THREE THREE
Bed sizes
Front double 6'7" x 44" [ 35" 67" x 4'4" | 35"
Rear double 611" x 4'3" 61" x 43" 6'0"x 4'8" 611" x 4'3" 60" x 4'8"
Rear nearside single 6'5"x 2'8" 65" x 2'8"
Rear offside single 6'4"x2'8" 68" x 4'3" 6'4"x 2'8" 6'8"x 4'3"
Drop-down bed 62" x 4M"

The 1500 automatic option increases the MRO by 30kg and decreases the Max Payload by 30kg.
The 1500 Comfort Pack option increases the MRO by 16kg and decreases the Max Payload by 16kg. See website for more details.
The 4 berth [ 4 travel seat option on 1500 DB and 1500 SL increases the MRO by 50kg and decreases the Max Payload by 50kg.



